WHEC

Flexible Lighting Angle

Large Format

C I S for Machine Vision
CMOS Line Scan Sensor

- Max 9m/s (300dpi) * 1:1Imaging - Easy Installation
- Max Resolution 2000dpi - Space Saving - Customization
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Product Specification

Technical Parameter (Camera Link BASE)

Customization

Scanning width(mm)

310/650/940/1500/1960

Resolution(dpi) 100 200 300 600 Scanningiidih
=P - 18~6000mm
Effective pixels e.g.310mm 1221 2442 3661 7322
M m/s 24.78 8.61 4.39 1.29
one KHz 97.50 67.70 51.90 30.30 Resolution
Scanning speed - - . - ) ,
9P Color LS 8.26 2.87 1.46 0.43 100dpi~2000dpi
KHz 32.50 22.50 17.30 10.10
Light source White, R/G/B (internal or external) IR/UV available
Working distance(mm) 0.9~29.3 Selectable
Glass thickness(mm) 1.8 Special glass
: . 310 650 940 1500
Dimension(mm) ,
361+72+63 746+76+107 1026+76+107 | 1576+76*107 Special shape
Weight(kg) 2.1 3.3 4.6 7.4

Scanning width(mm)

Technical Parameter (Camera Link FULL)

310/650/940/1500/1960

Customization

Resolution(dpi) - s 500 00 £00 Scanning Width
- . 18~6000mm
Effective pixels e.g.310mm 1221 2442 3661 7322
Mono m/s 44.10 15.80 8.26 2.46
. KHz 173.90 125.00 97.50 58.10 Resolution
Scanning speed Color |5 | 14.70 5.29 2.75 0.82 100dpi~2000dpi
KHz 57.90 41.60 32.50 19.30
Light source White, R/G/B (internal or external) IR/UV available
Working distance(mm) 0.9~29.3 Selectable
Glass thickness(mm) 1.8 Special glass
. . 310 650 940 1500
Dimension(mm) ,
361+72+63 746+76+107 1026+76*107 | 1576+76+107 Special shape
Weight(kg) 2.1 3.3 4.6 74

Technical Parameter (CoaXPress 1.1)

Customization

Scanning width(mm) 310/620/930/1500 Available
Resolution(dpi) S 300 600
Effective pixels e.g.310mm 3565 7312
m/s 9.03 2.78
Mono
Scanning speed iNhiz 108 651
m/s 9.03 2.78
Color
KHz 106 65.7
Light source White, R/G/B (internal or external) IR/UV available
Working distance(mm) 0.9~29.3 Selectable
Glass thickness(mm) 1.8 Special glass

Dimension(mm)

386*93*128 (e.9.PL6R3

10)

Weight(kg)

2.9kg (e.g.PL6R310)

Special shape

Output format(8bit)

4*CXP-6 (GenlCam)
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